
Surface Modification for Life Sciences
The precise control of surface properties is essential for innovating new Bio-Devices. You can
deposit molecular films in your factory, by using IST’s sub-atmospheric vapor deposition
equipment with the same state-of-the-art process control used in semiconductor chip
manufacturing. From bench top systems for R&D to volume production of bio-consumables,
IST can supply equipment, chemicals and all the essential training and support for your
organization.

Typical Applications
• Silane Surface Modification

• Non-Binding Surfaces

• DNA Micro-array preparation

• PEGylation

• Bio-Conjugation

• Hydrophilic µ-fluidic films

• Hydrophobic protection films

• Adhesion promoters

• Atomic Layer Deposition (ALD) of oxides

Process Control
• Accurate precursor delivery creates superior films. Our surface modification is achieved by the precise control of

the chemical partial pressure.

• IST’s open architecture allows users to create their own, novel multi-layer nano-composite structures.

• IST’s “Cartridge”* provides easy chemical change-over for multiple applications in the same system.

• IST’s “Vapporix” hardware can delivery high-molecular weight bio-precursors.

The IST Advantage
• Process Flexibility

• Superior Uniformity

• Repeatability within substrate, substrate-to-substrate, batch-to–batch

• Lowest Cost-of-Ownership (COO) in the industry

• Efficient and minimal chemical usage with no liquid chemical waste-stream

Surface engineering requires stringent control of the precursor delivery and process

parameter programming. With IST, you can easily tune the process for your specific

application.
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Advanced Surface Modification
Biomedical applications often require control of the surface energy. IST has a wide variety of process chemicals
ranging from polar to non-polar or perfluoronated to hydrogenated properties. You can also choose the surface
reactivity required using dimethyl-amines, chloro-silanes, Methoxy- or Ethoxy- based chemistries.

Films with various water contact angles can be deposited ranging from super-hydrophilic (<10o) to super-
hydrophobic (>170o) using various surface treatments and controlled roughness.

Integrated Surface Technologies, Inc. 
3475-F Edison Way, Menlo Park, CA 94025 650-324-1824

sales@insurftech.com      www.insurftech.com

TMS

DDMS

FOTS

FDTS
Phenyl-TCS

Decyl-TCS

Siloxane
DCHA

Bench Top Model -210
2 Liquid Sources

w/RF Plasma

Production Model -560
5 Liquid Sources

w/RF Plasma

A super-hydrophobic nano-composite* film 
deposited over a printed Circuit Board.

Large Batch Production Capability.
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low cost refills.
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With today’s advanced bio-devices, critical control of surface properties, using active and
passive surface chemistry is often the key to success. Vapor surface modification allows for the
complete engineering of the surfaces with molecular precision.

• Coating of Plastics and 
Polymers.

• Improved Adhesion with 
deposited oxide primer 
layers.

• ALD thin oxides.

• Low Cost.

• Minimal chemical 
consumption.

• No Liquid disposal waste.

• One-button operation.

• Repeatable Vacuum 
Processing.

• Excellent Uniformity.

• Particle Free Depositions.

• Eliminates process variations 
from Moisture and other 
ambient conditions.

• Lowest COC in the industry.

• Sequential processing for 
custom engineered films.

Coupling Agents for General or Specific Binding
Coupling agents are intermediary bi-functional organic monolayers with specific reactive end-groups. Silanes have
specific functional terminations for coupling. These silanes can be deposited over complex surfaces with excellent
uniformity. Silanes can be combined with primer layers of silicon or other metal oxides to promote adhesion to a
variety of different surfaces.

Deposit Special Organic films on:

• Silicon

• Oxide

• Glass

• Steel and other metals

• Polyimides

• Aluminum

• Other Materials

PEGylation, µ-Fluidics
PEGylation is the process of attaching the strands of the polymer PEG to molecules and surfaces.
While PEGylation is mostly used in areas of research with peptides, proteins, and antibody fragments, they can also
be used to improve the safety and efficiency of many therapeutics, instrumentation and bio-consumables.
At IST, we offer covalent attachment of various PEGs to consumables, flow cells or instruments to reduce fouling of
the surfaces. PEG’s can be hydrophilic to improve the wetting properties of treated surfaces in µ-fluidics.

Bio-Consumables
Substrates (e.g. treated glass) and other bio-consumables are most active when the chemistry is “fresh” producing
uncompromised or non-questionable results. Create your own surfaces with superior homogeneity and low
background noise levels. With the in-situ deposition of primer layers, create the same functionalities on plastic and
disposable media as you would on glass, to save cost.

Sub-Atmospheric Processing
The IST RPX technology centers around the vapor deposition of reactive chemicals onto almost any surface (plastics,
polymers, glass, metals and other bio-desirable classes of materials). In combination with plasma pre-treatments
and with the ALD (atomic layer deposition) of adhesion layers, the RPX system can achieve your desired surface.
IST’s sub-atmospheric process guarantees repeatable, particle free surfaces, which are critical in many Life Science
applications. When compared to liquid processing, the IST equipment reduces the overall cost, issues from
environmental moisture and produces no residual solvent waste stream.

Genomics, Bio-Conjugation
Genome Microarrays have enabled researchers and medical clinicians to identify Covid-SARs and other human
disease markers, gene defects, drug targets, as well as the identification of active and repressive cellular
pathways. Active surface chemistry is key for the creation of specialized arrays or Bio-Chips for studies in cancer,
epigenomics, immunology and in stem cell and synthetic biology.

The basics of Click chemistry centers on methods of attaching specific biomolecules to a substrate or probe by a
process call Bio-Conjugation. Click reactions can generally be characterized with unique “spring-loaded” steric
structures, a quick thermodynamic and irreversible reaction between small modular units. IST’s the industry’s
first vapor deposition of azides.
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