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MULTIPLE USER MANAGEMENT

DEVICE MANAGEMENT ON ADMIN PANEL

ALARM MANAGEMENT BY EMAIL AND SMS SERVICES

Choose your own alarm setpoints for temperature, humidity and Co2

QUICK VIEW GRAPH (SELECTABLE LIVE, 3H, 6H, 12H, 24H OR CUSTOM TIME FRAME)

REPORTING

Export Graph into CSV or PDF format

RAW DATA VIEW AND EXPORT INTO CSV OR PDF FORMAT

CLOUD SERVICES 
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Automatically receive a report for selected devices and data

Custom reporting formats, select reports that meet your requirements 



Data receiver for all information sent from connected node devices

Indication of internet status (LAN, WI-FI or  4G SIM)

Preventive maintenance countdown

Open support ticket

Device information

Display of devices online / offline

Display of active alarms

Device status LED that indicates ready / error status

GATEWAY DEVICE 
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3 Stage internet option : Default (1st stage) = LAN, 2nd stage WI-FI, 3rd stage = 4G wireless Network

Wi-Fi network search

No alarm delay



OPTIONS AVAILABLE : 
THERMOCOUPLE SENSOR

TEMP/ HUMIDITY SENSOR: 

Measurement Range -200oC...200oC

This device has wireless communication with up to 200m range from its gateway. It monitors temperature, 
humidity, Co2, door opening as well as fluid level.

CO2 SENSOR DOOR MONITORING

Measures 0…20% Co2 Proximity sensor alarm 

Operating range -40C…+60C Door lock and unlock protected by password

NODE DEVICE 

FLUID LEVEL MONITORING CUSTOM SOLUTIONS

Sensor to detect if fluid falls below its level Device is customizable to your needs

Measurement Range -40oC...80OC
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Humidity Range 0...100%
Door lock / unlock

Water level

Information

RH
CO2

Network status

Tempreature

Door Status



TECHNICAL
SPECIFICATION

Unit

Input Voltage range 9….12 VDC

Current at 12V 0.5 A

Min Suggested Max Unit

Operating Temperature 4 25 40 °C

Storage Temperature 4 25 60 °C

Opreating Humidity 0 60 97 *1 %

Storage Humidity 0 50 70 %

Thermocouple HMP110 GMP251 Unit

Temperature range -200....200 -40....80 -40....60 *2 °C

Humidity range 0....100 *2 0....100 *1 0...100 *1 *2 % 

Co2 range - - 0....20 %

Accuracy 1.5 *3
0.2 Temp./ 1.5 

Humidty 0.2 °C/% 

Range specification Open space Unit

Gateway to Node device 200 m

Node power specification:

Working Environment:

Sensor specification Node device:

Unit

Input Voltage range 9….12 VDC

Current at 12V 1 A

Gateway power specification

Device communication range :
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*1. Non-condensing *2. Operating condition *3. Unless otherwise specified



38.5

268.9

102
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DEVICE
MEASUREMENTS

200

43.50

300

390.5

80



	 Temp range -40°C....60°C

	 Humidity range 0%….100%   

Battery status indication 
4m

Range specifications
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WIRELESS TEMPERATURE 
AND HUMIDITY SENSOR

	 Compact size 

	 Weight 22g. 

	 International Protection Code ->IP68 

	 CE certification

	 Cost efficient

	 Battery status indication on the LCD screen

	 Build-in coin battery for easy change

	 Wireless communication up to 4m to its connected Node device

	 Visible data on the 2.8” smart LCD screen

                  Wide measurement range:                  



Measurements
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K-LOCK

	 Password protected 

	 Easy password input through the LCD screen

	 Door open/close status sensor

	 Easy installation

Measurements
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Sensor to detect if the fluid tank is full or empty

Visible fluid status on the 2.8” LCD screen

Protection class IP 67

Operating temperature 0 ... +70 °C

Nominal sensing distance  0,5 mm

FLUID SENSOR



WWW.LARIANTECH.COM

CONTACT US

HEADQUARTERS
SALES AND SUPPORT 
 
service@lariantech.com

NORTH AMERICA
SALES & SUPPORT 
 
na.service@lariantech.com

ASIA 
SALES & SUPPORT 
 
as.service@lariantech.com

EUROPE & AFRICA
SALES & SUPPORT 
 
pl.service@lariantech.com


